Milking units ADS and 2ADS

Drain removal from the trench of the milking parlor is performed with the help of a sinking pump of float type.

The set of the milking parlor includes also hot galvanized gully grating 505 x 900 mm in size.

The machines are used for machine milking when cows are kept in the stalls. The machines are delivered in sets for 100 and 200 heads (ADS and 2ADS).

Specifications

Milking units ADS and 2ADS

	1.1 Backbone vacuum line………………….

1.2 Linear vacuum line………………………

1.3 Pumping station SN- 60AM….……..

1.4 Milk pipeline……………………………..

1.5 Milking machines

1.5a     Milking machines "Sozh" 

……….ADS 24.00.000…………………………..

1.5b    Milking machines for pairwise milking ADS 25.00.000…
1.5c     Milking machines for simultaneous

///  milking ADS 11.00.000………….

1.6 Number of cows milked with the help of …//the unit………………………….

1.7 Number of milkers……………………….

1.8 Working vacuum gage pressure……
1.9 Maximum number of cows milked at …//the same time………………………….


	· galvanized pipe Du 50

· galvanized pipe Du 40

· liquid-packed, capacity 60m³/hour

· glass pipe D 45
· delicate milking mode: if milk ejection is less than 200 g/min vacuum under the cow's nipple is 36 kPa (stimulation mode); if milk ejection is more than 200 g/min vacuum under the cow's nipple is 48 kPa (operating vacuum)

· pairwise milking of quarters of the udder; correlation of rhythms: suction 70%, pressure 30%

· duple type; correlation of rhythms 2:1; pulsation frequency 65±5 pulsations per minute

· ADS – 100 heads; 2ADS – 200 heads

· ADS – 2; 2ADS – 4

· 48±1 kPa

· ADS – 6; 2ADS - 12




